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Applications

500*250*42mm

750*250*42mm

1000*250*42mm

Panel Dimension

iBand Speci�cation

Cabinet Details

Power supply

500x250mm

750x250mm

1000x250mm

Receiving card

Cabinet

LED Module

Model
Pixel Pitch
Pixel Density
LED Type
LED Con�guration
Module Resolution
Module Dimension
Module Number
Cabinet Dimension
Cabinet Resolution

Optional Cabinet Size

Cabinet Weight
Cabinet Material
Standard Brightness
Optional Brightness
Brightness Control
Color Temperate
Colors
Contrast Ratio
Gray Scale
Refresh Rate
Viewing Distance
Ingress Protection
Maintenance
Bezel Width
Gap Between Cabinets
Max Power Consumption
Ave Power Consumption
LED Life Time
Screen Angle
Standard Installation Method
Optional Installation Method
Visual View Angle
Video Frame Rate
Input Voltage
Date Interconnection
Operating Temperature
Signal Input Source

1.9mm

262,144 pixels/m2

SMD1515

1 R 1G 1B, 3 in 1

128x128 pixels

250x250mm

W4 x H1

1000x250x42mm

128x512 pixels
750x250mmx42mm
500x250mmx42mm
6.3kg

Aluminum CNC Cut

800 nits

None

Manual/Auto/Programmable

6,500 K as standard

281 Trillion

3000 : 1

16 bit

≤3,840HZ (Con�gurable)

> 1 m

IP20

Front only

None

Seamless

180 W/Cabinet

70 W/Cabinet

100,000 Hours

Flat, 90°, concave or convex

Direct Wall Mounting

Stacking

160°/140° (H/V)

50/60 HZ

100-240V ± 10%

CAT5/6, Multi/Single-mode �ber

 -20~ +45 °C

S-video,VGA,DVI,HDMI,SDI

iB1.9
2.6mm

147,456 pixels/m2

SMD1515

1 R 1G 1B, 3 in 1

96x96 pixels

250x250mm

W4 x H1

1000x250x42mm

96x384 pixels
750x250mmx42mm
500x250mmx42mm
6.3kg

Aluminum CNC Cut

1,000 nits

3,000nits

Manual/Auto/Programmable

6,500 K as standard

281 Trillion

5000 : 1

16 bit

≤3,840HZ (Con�gurable)

> 2m

IP20

Front only

None

Seamless

180 W/Cabinet

70 W/Cabinet

100,000 Hours

Flat, 90°, concave or convex

Direct Wall Mounting

Stacking

160°/140° (H/V)

50/60 HZ

100-240V ± 10%

CAT5/6, Multi/Single-mode �ber

 -20~ +45 °C

S-video,VGA,DVI,HDMI,SDI

iB2.6
3.1mm

102,400 pixels/m2

SMD2121

1 R 1G 1B, 3 in 1

80x80 pixels

250x250mm

W4 x H1

1000x250x42mm

80x320 pixels
750x250mmx42mm
500x250mmx42mm
6.3kg

Aluminum CNC Cut

1,200 nits

3,000nits

Manual/Auto/Programmable

6,500 K as standard

281 Trillion

5000 : 1

16 bit

≤3,840HZ (Con�gurable)

> 3 m

IP20

Front only

None

Seamless

180 W/Cabinet

70 W/Cabinet

100,000 Hours

Flat, 90°, concave or convex

Direct Wall Mounting

Stacking

160°/140° (H/V)

50/60 HZ

100-240V ± 10%

CAT5/6, Multi/Single-mode �ber

 -20~ +45 °C

S-video,VGA,DVI,HDMI,SDI

iB3.1
3.9mm

65,536 pixels/m2

SMD2121

1 R 1G 1B, 3 in 1

64x64 pixels

250x250mm

W4 x H1

1000x250x42mm

64x256 pixels
750x250mmx42mm
500x250mmx42mm
6.3kg

Aluminum CNC Cut

1,200 nits

3,000nits

Manual/Auto/Programmable

6,500 K as standard

281 Trillion

5000 : 1

16 bit

≤3,840HZ (Con�gurable)

> 3 m

IP20

Front only

None

Seamless

180 W/Cabinet

70 W/Cabinet

100,000 Hours

Flat, 90°, concave or convex

Direct Wall Mounting

Stacking

160°/140° (H/V)

50/60 HZ

100-240V ± 10%

CAT5/6, Multi/Single-mode �ber

 -20~ +45 °C

S-video,VGA,DVI,HDMI,SDI

iB3.9

Note: Speci�cations are for reference only and are subjected to change without notice.

Thin Front Service Noise-free Fast Installation 90 degree angle

Conference
Room

Control
Center

Shopping
Malls 

Schools

Indoor front service LED display

Transportation Fashion
Stores

Car
Dealers

Hospital Lobbies

Steel plates for front service



Fully front service, including the LED modules, 
receiving card, psu, etc.

The panel can be cut with any angle,even 45 degree.

Can be installe with concave and convex.

Inpad is the best choice for designers.

Front installation, direct wall mounting, �x the cabinet frame �rst, then put the modules on

Extremely saves installation space, cabinet with only 42mm thickness.

Front Service Clean Interior Design

Both vacuum and magnetic front 
service tools work.

Full Front Service

Arbitrary angle design:
Project Case 

Installation - Front

Hard connection design without messy cables. 

Die-cast+CNC craftwork for the panel.

Minimalist design

iBand iBand

convex

concave


